
14 Slot Media Converter Chassis  
 
Reliable, Stable and Rack Mountable. 
 
The Yamasaki R142 Media Converter Chassis can hold up to 14  
Yamasaki media converters, for ease of use it can handle hot swapping 
with any combination of different Yamasaki media converter models.  
 
For maintaining perfect network stability, the Yamasaki R142 Media  
Converter Chassis comes with two built-in cooling fans, dual power  
supplies with smooth automatic switch-over and audible alarm to help you 
avoid down time.  
 
Suitable for Yamasaki Media Converters: 
C102C, C102T, C225C, C240C, C2100C, C305C, C420C, CS225C 
 
Two models available to suit different power sources. 
 
 
 

 
 

FEATURES 
• Dual Power Supplies 
• Slots: 14 
• Audible Alarm for power failure 
• LED Power Indicators 
• Hot Pluggable Slots 
• Cabinet Size: 19” 2RU 
• AC Input Tolerance: 85-265V @ 50-50Hz 
• DC Input Tolerance: DC –36~72V 
• DC Output: 5V 16A    
• Instruction Manual 
• Lifetime Warranty* 
 

 

R142 Media Converter Chassis 

Note. Some Yamasaki fiber optic laser products can cause eye damage if used incorrectly, Please consult your instruction manual and 

store away from children. Specifications and descriptions are subject to change without prior notice. *warranty 1 year on power supplies 

 
 
www.yamasakiot.com 
To contact us, please email: sales@yamasakiot.com 
 
 
DEPENDABILITY & RELIABILITY IN ONE NAME 

R142 AC 110V-240V 

R142D DC –48V 

DR-02 DIN Rail Mount Kit  

Ordering Information 


